TABLE 2

LEHIGH CEMENT COMPANY

CLOSED CKD LANDFILL

DRAFT CLEANUP ACTION PLAN

METHOD B CLEANUP LEVEL DEVELOPMENT

GROUNDWATER METHOD B CRITERIA FOR THE CLOSED CKD LANDFILL SITE - [WAC 173-340-720(4)(b)]

GROUNDWATER SURFACE WATER
POTABLE GROUNDWATER ARARS SURFACE WATER ARARS MOST STRINGENT NATURAL METHOD B
) MTCA AQUATIC LIFE HUMAN HEALTH CONCENTRATION, BACKGROUND PQL CLEANUP BASIS
Federal MCL | MTCA Risk @ MTCA METHOD B (uglL) LEVEL, (ugll)
CONTAMINANT | £ feral MCL | State MCL | Goal (for MCLHQat | METHODB CWA | TR (40 FORMULA
noncarcinogens) MCL FORMULA Ch. 173-201A CWA Section 304 NTR (40 CFR 131) Se3((;)[ilon CFR131)
Acute Chronic Acute | Chronic Acute Chronic

arsenic 10 10 Not applicable | 1.72x10-42 0.058/CAR 360 190 340 150 360 190 0.018 0.018 0.098/CAR 0.018 5 2 (SW7060) 5 Background
cadmium 5 5 5 0.62 8/INCAR 2.73* 0.84* Vil 0.25** 3.7 1 20/NCAR 0.25 0.1 (SW7131) 0.25 CWA
chromium (total) 100 100 100 21 5 (SW 6010A)

chromium I1I 24000/NCAR | 435.44* | 141.25* 570** 74 550 180 243000/NCAR 74 2 (SW7196) 74 CWA

chromium VI 48/NCAR 15 10 16 11 15 10 486/NCAR 10 5 (SW6010A) 10 Ch. 173-201A, NTR

1300
1300 (action |  (action
copper level) level 1300 22 590/NCAR 13.04* 8.92% 13 9.0** 17 11 2660/NCAR 8.92 8.92 Ch. 173-201A
15 (action

lead 15 level) 47.43* 1.85* 65 2.5% 65 25 25 5 2 (Sw7421) 25 CWA, NTR
manganese 2240/NCAR | 50 50 50 CWA
mercury 2 2 2 0.4 4.8/NCAR 21 0.012 1.4 0.77 21 0.012 0.14 0.012 0.1 (SW7470) 0.1 PQL
zinc 4800/NCAR 90.10*% 82.27* 120** 120%* 120 110 7400 16500/NCAR 110 82.27 Ch. 173-201A
pH 6.5-8.5 6.5-9.0 6.5- 85 6.5-8.5 Ch. 173-201A
* Function of hardness. Values corresponds to a hardness of 75.4 mg/L.
** Function of hardness Values corresponds to a hardness of 100 mg/L.
CWA - Clean Water Act
NTR - National Toxics Rule
NCAR - Non-Carcinogenic

PQL - Practical Quantification Limit

CAR - Carcinogenic [
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